Synergy 19/14
Liquid Feed Ingredient
As a result of innovative research, Westway Trading Corporation is able to offer our feedlot customers a new, improved product.  Previously marketed as Gain & Glo Liquid Feed Ingredient, our new Synergy 19/14 Liquid Feed Ingredient incorporates substantial improvements in shelf life, product handling and incremental production increases while continuing to deliver the benefits of excellent palatability and improved dust control, feed texture and ration uniformity.

Synergy 19/14 liquid provides the benefit of adding fat to rations to help improve feed efficiency without special equipment.  With a six-week shelf life and product flowability to 20oF (product temperature), Synergy 19/14 liquid will fit into large or small operations.  Synergy 19/14 Liquid Feed Ingredient production is a result of a special patented process technology.  

Synergy 19/14 Liquid Feed Ingredient is a high energy molasses and fat product specifically formulated for feedlot applications.  The advantage of adding fat to feedlot rations to improve energy density is well accepted, but fat handling equipment can be a major expense.

The fat source in Synergy 19/14 liquid is more rumen inert which significantly improves the utilization of the fat in our products for two reasons:

v possible adverse effects on fiber digestion in the rumen is reduced; and

v the digestion of fat in the lower tract is improved.
For beef animals the benefits of this improved utilization of fat can include improved feed efficiency, improved rate of gain and improved carcass quality.





Physical Characteristics:

Density 10.1 pounds per gallon at 70oF





Viscosity: 500 - 1,500 cps at 70oF











pH: 5.3 + 0.2






Storage Temperature:  20oF to 90oF






Do not heat this product above 90oF            

Equipment Recommendations:

PUMP:
Positive displacement pump capable of pumping products with viscosities of 200 - 2,000 cps at 70oF.

TANK:
Prefer vertical tank with access.  Do not recommend storage in below grade tanks or pits.  Tank must be thoroughly 

cleaned prior to first delivery of Synergy 19/14.

PIPING:
Prefer 2" or larger diameter.  Insulated if product temperature can be expected to drop below 20oF.

Storage:
DO NOT store or mix Synergy 19/14 Liquid Feed Ingredient with other products.

Adulteration of Synergy 19/14 may cause product separation or gelling.
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