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As a feed manufacturer, you know that providing a ration with adequate energy is essential for promoting performance and profit. You also know that as an energy source, fat is economical and provides more energy in less volume than other traditional sources like corn.  These are the reasons behind the development of the Millenergy family of fat-fortified liquid feed ingredients.  These products are consistent, stable liquid products that maximize the benefits of each essential ingredient.

Millenergy Fat-Fortified Liquid Feed Ingredients are designed for the feed manufacturer who needs a convenient, palatable source of fat that pumps easily and keeps equipment clean.  Besides the energy, Millenergy is molasses-based, which helps improve the texture, palatability, aroma, and appearance of most rations.  It also handles easily in a grist mill.

Physical Properties
Density:


10.0 - 10.8 lbs/gallon

pH


3.3 - 3.7

Typical Viscosity

500-1,000 cps at 70oF




Storage Temp.

40oF to 90oF







Shelf Life

Twelve (12) weeks from date of receipt

Mill Equipment and Handling Recommendations

The following equipment and product handling requirements have been developed to ensure product quality and ease of handling for Millenergy Fat-Fortified Liquid Feed Ingredients.


Maintain Millenergy product temperature between 40oF and 90oF.  Do not exceed 100oF.  If product temperature is expected 

to drop below 40oF, heat trace suction and discharge line.


Weekly recirculation of Millenergy will help ensure heat distribution, ease of handling, and product consistency.  More 

frequent recirculation is necessary in severe weather.  Specific handling recommendations for your climatic conditions are 

available from your Westway representative.


We recommend 3,000-gallon polyethylene tanks with appropriate-size piping and mixing adductor and a 2" Roper pump.


Prepackaged polyethylene tanks with pump and internal mixer are available through your Westway representative.


Complete instructions for installing prepackaged tanks and heat tape/insulation are also available from your Westway 

representative.

Feeding Instructions

Mix Millenergy with grain or grist mixes up to 15%.


Include Millenergy in the mix to provide 0.6 to 1.2 pounds of added fat per head per day for lactating dairy cows.


Millenergy is not recommended for all-roughage, low-energy rations when added fat intake will exceed 0.24 pounds per 

head per day.

For typical nutrient analysis for a specific Millenergy product, see that product's nutrient profile.
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